Product information TECHNICAL DATA SHEET
NITRO 2G Negro. Color Sólido. Matt paint, low pressure and silver killer.
400 ml, 11 Oz , 300 g.

GENERAL DESCRIPTION

APPLICATIONS

Matt black, solvent-based acrylic paint of outstanding quality that provides excellent
coverage and is specially designed for use on silver (Silver Killer). Due to its
characteristics it may also be used as a finishing coat.

Due to the characteristics of this product we recommend its use for finishings. Since
it is a high quality paint, it may also be used for an endless amount of uses where
its qualities are required.

FEATURES

- Graffiti
- Industria

-

Very fast drying.
Easy to apply and repaint.
Hardens after 2 hours
Does not contain lead nor other heavy metals.
Excellent covering capability.
Silver Killer, covers metallic “leafing” paints.
Silky matt black finish.

INSTRUCTIONS FOR USE

- Manualidades
- Muralismo

- Bricolaje

APPEARANCE

LID
Protects the valve.
and the nozzle.

DONUT
Indicates
the paint color.

200 mm.

- Shake the aerosol well before using, approximately for one minute after hearing
the sound of the mixer.
- Apply to clean, dry surfaces. On rusty metallic surfaces remove rust with a wire
brush and prepare an anti-rust primer if considered necessary.
- For best results apply in thin layers. Three thin layers are always better than
one thick one, and may be repainted within fifteen minutes with the same paint.
- Turn the aerosol upside down to clean out the valve after use.
If te nozzle becomes blocked replace it with a new one.
- Never apply to equipment that is plugged in and use in well ventilated areas.
- Request safety datasheets.

PHYSICAL PROPERTIES

65 mm.

LABEL

CAP SYSTEM

Nombre del color

Route number
Expiration Date

Serial number

High pressure:
Female valve
Propellant:
GLP C3-C4
Color:
Black
Shine:
<10%
Dry to the touch (ASTM D-1640 ISO 1517):
10’
Completely dry (ASTM D-1640 ISO 1517): 		
20’
Thickness of dry layer ((ASTM D-823 ISO 2808 ): 		
20 micras/layer
Adherence (ASTM D-3359 ISO 2409):
3B
Theorical yield (continuous painting):
2 m² for 400 ml
Thinner: 		
Butyl Acetate
Product life: 		
>5 years
Condition for application:
Minimum room temperature 8ºC
Surface temperature 5ºC a 50ºC
Max humidity . 85% R.H.P
Heat resistance of paint:
100ºC
Repainted:
After 10’

Color name

* All of the adherence tests have been carried out on iron plates.
COD. BARRAS/BAR CODE

CAUTION

Opacity level

Outside endurence

COLOR

EX0140911

Montana Colors, S.L. P.I. Clot del Tufau - 08295 Sant Vicenç de Castellet BARCELONA
T.: +34 938 332 787 - montana@montanacolors.com - www.montanacolors.com

Negro

Company certified according to quality standard
ISO 9001:2000
ISO 14001:2004

Made in Europe.
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