
GENERAL DESCRIPTION

Fast drying water based aerosol varnish of excellent characteristics with a Acrylic, 
water-based varnish that is fast drying and offers excellent characteristics that 
provide high quality matte finishes, long-lasting durability and
non-yellowing on multiple surfaces.

FEATURES

-  Water based product.
- Acrylic.
- Cures well.
- Non-yellowing.
- Good adhesion on all types of surfaces.
- Easy to apply.

INSTRUCTIONS FOR USE

- Shake properly the aerosol before using it for at least one minute
after the agitator ball is free.

- Apply to clean and dry surfaces. On plastic using a primer may be necessary.
- Apply thin coats for best results. It is always better three thin layers than a 

thick one. Repaintable after thirty minutes with the same paint.
- Reverse the aerosol valve to purge after use, if the actuator gets blocked,
- replace it with a new one.
- Do not apply on connected equipments and use the product in well ventilated 

areas.
- Ask for safety data sheets.

PHYSICAL PROPERTIES

Bonding agent: Acrylic
Color:   Transparent
Gloss 60º (ASTM D-1640 ISO 1517): gloss >90%, matt <10%
Touch Drying (ASTM D-1640 ISO 1517): 30’
Total Drying (ASTM D-1640 ISO 1517):   72 h 

Theorical yield :            2,5 m2

Thinner:   Water and alcohols

Shelf life: > 2 years

Heat painting resistance: Undetermined

APPLICATIONS

 The product can be used on many substrates: iron, steel, plastics, 
wood, directly on expanded polystyrene.

Due to its low odor, thanks to its contents of water based resins, it 
becomes the ideal product for interior use in spaces with poor 
ventilation. A very non-harmful product but adult supervision is always
recommended when being used by a child.

- Fine arts 
- Graffiti 

- Graffiti
- Industry

- DIY
- Crafts 
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DONUT
Indicates
the paint color

LID
Protects the valve
and the nozzle.

Product information    TECHNICAL DATA SHEET

WATER BASED VARNISH. Water soluble, low pressure, odorless, matt finish and in & outdoor use. 
300 ml: 9.7 Oz, 277g. 

Montana Colors, S.L. P.I. Clot del Tufau - 08295 Sant Vicenç de Castellet BARCELONA 
T.: +34 938 332 787 - montana@montanacolors.com - www.montanacolors.com

Empresa certificada según  norma de calidad 
ISO 9001:2015
ISO 14001:2015

Made in Europe.

LABEL      CAP SYSTEM
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Pocket Cap
Medio - Medium

Condition for application: Minimum room temperature 8ºC

  Max humidity : 85% R.H.P.

ATENCIÓN

Surface temperature 5-35ºC



TECHNICAL DATA SHEET /  WATER BASED 300 / 100      

 2 FINISH 300ml
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PACKAGING

Nominal capacity: 300 ml.

Head resistance of packaging: <50ºC

Propellant: DME

VOC’s (g/l): 525-460*

Box (4 units)
140 X 140 X 160 mm.




